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Agency:  Department of Transportation/Public Facilities

Project Title: 

North Tongass Highway - Totem Bight to Whipple Creek

State Funding Requested: $ 10,400,000 House District: 1 - A
One-Time Need

Brief Project Description:
Road reconstruction and safety updgrades for a section of highway in Ketchikan.  Improvements
include repaving and adding a pedestrian walk-way.

Funding Plan: 
Total Cost of Project:  $10,400,000

Funding Secured Other Pending Requests Anticipated Future Need

Amount FY Amount FY Amount FY

There is no other funding needed

Detailed Project Description and Justification:
Road reconstruction and safety updgrades for a section of highway in Ketchikan.  Improvements include repaving and
adding a pedestrian walk-way.

DOT&PF is committed to designing and constructing pavements with a long life and has made significant changes in our
procedures and design philosophy to achieve this goal. Designing and constructing paved roads in Southeast Alaska is an
engineering challenge. This is due primarily to the cool, moist environment, the multiple freeze-thaw cycles that occur
throughout the typical winter, and the high percentage of studded tire use. Water, freeze-thaw action and studded tire use
are a pavement's worst enemies. In the past the department has experienced shortened pavement life due to the use of
relatively thin (2") pavement sections. Thin pavements have a limited fatigue life and studded tires erode the pavement
surface resulting in rutting. The rutting reduces pavement thickness which ultimately leads to potholes. Over the past 10
years, the department has instituted several actions to increase and improve pavement life. We are now designing thicker
pavement sections to improve fatigue life and are now using constituents within the surface pavement mix to resist studded
tire wear. These include the use of hard aggregates, or asphalt rubber as well as incorporating modified asphalt cements to
improve pavement response to traffic loading and resist thermal cracking. We have also implemented a "stabilized base"
policy where underlying crushed aggregate bases will be locked up and strengthened with either an asphalt emulsion or
foamed asphalt. All new projects have this additional strength feature incorporated to over come thaw weakening and to
supplement the pavement performance. We are employing geosynthetic fabrics in our design to give more strength and
drainage to the structural section.

Project Timeline:
FY09
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Entity Responsible for the Ongoing Operation and Maintenance of this Project:
DOT & PF

Grant Recipient Contact Information:
Contact Name: Malcom Menzies
Phone Number: 465-1763 
Address: PO Box 112506 Juneau, AK 99811-2506 
Email: malcom.menzies@alaska.gov 

Has this project been through a public review process at the local level and is it a community priority? X Yes No
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